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sanem Matbaacilik 1976 yilinda Ankara'da bask isleri yapmak (zere kurulmustur. Kurulusunu takip eden 47 yillik siireg icerisinde
uluslararas! baski sektoriine entegre olmus, llkemizde baski ve basim sektoriinin gelisimine dnctilik etmis ve pek ok konuda
yeniliklerin tlkemize gelmesine liderlik etmistir. Bilgisinin ve liderliginin glicini yetkin ve egitimliinsan kaynaklariile bulusturmustur.
1991 yilinda tagindidi Ankara Balgat'taki 6.000 m”lik binasinda 15 yil hizmet verdikten sonra, yine Ankara'da daha biiyiik ekipman ve kadro ile
Bagkent Organize Sanayi Bélgesinde 25.000 m’ izerine kurulmus toplam 16.000 m”lik kapali alana sahip yeni binasina taginmistir. Diger ileri
teknoloji gerektiren trtinlerinin yani sira 25'den fazla Tel Form Makinesiile Avrupa'nin ikinci bliyik tel spiral Giretim kapasitesine ulagmistir.

Uriin gesitliligimiz ve dretim kapasitemizle hem iilkemizin hem de diger dilkelerin ihtiyacini bilyiik bir oranda kargilamaktayiz.57' den fazla iilkeye
ihracat yapmakta ve ¢ sube ile dagitim yapmaktayiz.

Uriinlerimizle gerek iilkemizde gerekse yurtdisinda olusturdugumuz miisteri memnuniyetinin devamini korumak ve bu amagla kazanglarimizi
bilgi ve teknolojiye yatirarak iginde bulundugumuz sektérde éncii firma konumunda olma hedefimizi gergeklestirmemizi saglayan tiim degerli
personelimize ve siz dederli misterilerimize minnettarligimizi sunariz.

lanem Printing Inc. was established in 1976 in Ankara as a printing press company. In the 40 years since its establishment, it has been
integrated into the international printing sector; has pioneered the development of the printing sector in Turkey and brought many
innovative techniques and products to Turkey. It combines its knowledge and leadership with competent and trained human resources.

After operating in our previous building of 6.000 m’ in Ankara Balgat for 15 years, we moved to our new complex of 16.000 m’ in Baskent
Organised Industrial Area, situated on a 25.000 m’ block.We havebecome the secondbiggest wire comb binding production facilityin Europein
terms of production capacity, and manufactures other high-technology products.

We meet the needs of both our local market and markets abroad with our extensive product range and large production capacity. We export to
more than 57 countries and distribute our goods through three branches in Ankara and Istanbul.

We would like to express our gratitude to all our customers and staff members for enabling us to reach our goal to be a pioneer company in our
sector.

Edip Yasar ALIGLI
Yon. Kur. Bsk. (Chairman)



TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

Ciltleme Kalinhigi Kapasitesi

(Binding Thickness) 8 mm - 23 mm
Kullanildigi Helezon Spiral ¥

(Coil Binding Used) 10 o= 2
Saatteki Hizi 700 cilt/saat

(Output Capacity) (700 books per hour)
Ciltleyebilecegi Spiral Adimi : ;

(Binding Spiral Pitch) 4:1 ve 3:1

Tavsiye Edilen Delik Araliklari
(Suggested Hole Intervals)

4x5 mm oval ve 5,5x6,5 mm oval

Gii¢ Kaynagi

(Power Supply) 220V 50 Hz
Net Agirlik

(Net Weight) 210 kg

Makine Olgiileri (Ex B xY)
(Machine Dimensions (WxLxH))

1.500 x 1.500 x 1.330 mm

Hava Kompresorii

(Air Compressor) 6 bar
Giivenlik Onayi CE
(Safety Certification)

Uriin Kodu (Product Code) : MK-SAN-SA-380-PS

Barkod No (Barcode)

: 8698444433373

*Makine fiyat ve ozellikleri imalatg! tarafindan bildirilmeden dedistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)

PVC ve PET HELEZON TAKMA MAKINESI
PVC & PET COIL BINDING MACHINE

Bu makinede helezon sekline getirilmis PVC ve PET
spiraller kullanilir.

Firmamizca saglanan PVC ve PET helezon spiraller
besleme kanalinin (izerine yerlestirilir.Bu bant ciltienecek
her bir kitap icin (izerindeki spirali SA-380 PS 'nin giris
kanalina tagir. Helezon spirali kitaba takar ve kitabin iki
ucunu kilitler.

T

This machine uses pre-formed PVC and PET Coil spirals.

The PVC coil spirals are placed on the feeding canal of
SA-380 PS. This belt moves the spiral to the side of each
book to be bound. The SA-380 PS then inserts the coil
into the book and crimps the ends.
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OTOMATIK TEL SPIRAL CILTLEME MAKINESI
AUTOMATIC WIRE COMB BINDING MACHINE

TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

Calisma Bigimi Otomatik Cikis

(Feeding Mode) (Automatic Output)

Spirali Kullanis Sekli Otomatik Tel Ebatlama ve Ciltieme
(Wire Usage Mode) (Automatic Cutting, Attaching, Closing)

Ciltleyebilecegi Spiral Olgii Araligi
(Size Range of Binding Size)

Gap: 1/4" - 7/8" veya 7 mm ve 22 mm
(Diameter: 1/4"- 7/8" or 7 mm - 22 mm)

Ciltleme Kalinligi Kapasitesi 3 mm'den 16 mm'ye kadar
(Binding Thickness) (From 3 mm to 16 mm)
Cilt Cikig! Otomatik Bant

(Binding Output) (Conveyor Band)

Azami Kagit Genigligi

(Maximum Paper Width) 520 mm

Asgari Kagit Genisligi

(Minimum Paper Width) 75mm

Azami Ciltleme Genigligi

(Maximum Binding Width) 507 mm

Calisma Hizi (Operatore bagli)
(Operating Speed (depends on the operator))

1.500 - 1.600 devir / saat (9 ayn hiz)
(1.500 - 1.600 cycle / hour (9 speed))

Caligma Tablast (E x B)

660x520 mm

(Net Weight of Paper Rewinding Unit)

(Work Bench (WxL))

Gii¢ Kaynag! 220V/1ph 50Hz (Monofoze) 1,5 kw
(Power Supply) (220V/1ph 50Hz (Monophase) 1,5 kw)
Hava Kompresérii Dahil degildir

(Air Compressor) (Not included)

Hava Basinci

(Air Pressure) 6-8 bar

Makine Olglileri (Ex Bx Y)

(Machine Dimensions (WxLxH)) 1400 X 50 X151 i

Net Agirik

(Net Weight) 380ky

Bobin Standi Agma Olgiisii

(Paper Rewinding Unit) A 2012300

Acma Unitesi Net Agirlik 85 kg

Konveyor Band (E x B x Y) + Agirlik
(Conveyor Band (W x L x H) + Weight)

900 x 1.500 x 1.160 mm + 60 kg

Giivenlik Onayi
(Safety Certification)

CE

SA 520-S (ilkemizin enerji durumuna gore tasarlanmig; voltaj
ve frekans dalgalanmalarina ve siksik enerji kesiimesine karsi
onlemleralinmistir.

Bilgisayan Tiirkge ve ingilizce meniiliidir ve dokunmatik
ekrandur. Bir ciltlemeyi tek parcadan minimum 9 loop kadar
ayn ayn ciltieme &zelligine sahiptir.

1/4" ile 7/8" arasindaki caplarda spiraller kullanarak ciltleme
yapabilir. Elektrik ve hava aksamlart Amerikan ve Japon
menseilidir. Takvim askisi Unitesi makinenin aksesuari
olmayip makinenin bir par¢asidir. Her matbaadaspiral ciltieme
makinelerinin bulunmas! gerektijine inanan firmamiz, satig
fiyatlarini Gstiin kalitesine gore ekonomik seviyede tutmustur.

Defter, bloknot, takvim vb. gibi Griinleri otomatik olarak
spiralledikten sonra, operatorin miidahalesine gerek
kalmadan driindi tagtyici bandin (izerine tasir. Boylece iretim
hizi ve kalitesi SA520'ye gore %20'nin lizerinde artar.
R

It has been designed in accordance with Turkey's energy
issues; all the necessary precautions are taken against
voltage and frequency fluctuations as well as frequent power

cuts.

All settings are programmed in Turkish and English and all the
changes can be implemented by using a touch screen. It can
binda job from one piece to 9 pieces separately.

Wire comb bindings of size 1/4 inch to 7/8 inch diameters can
be used. The electrical and pneumatic components are made
inthe USAand Japan. Calendarhanger unitis an integral part
of the machine, not an accessory. Our company firmly believes
that each and every printing company must have wire binding
machines; and accordingly the price of this machine
represents greatvalue for its high quality.

The conveyor band carries the product without any operator
assistance right after the product is automatically bound.
Therefore, production rate and quality increase by % 20;
accordingto SA-520.

Uriin Kodu (Product Code)  : MK-SAN-SA-520-S
Barkod No (Barcode) : 8698444433120

*Makine fiyat ve 6zellikleri imalatgi tarafindan bildirimeden degistirilebilir.
(These specifications can be modified by the manufacturer without prior
announcement.)




OTOMATIK TEL SPIRAL CILTLEME MAKINESI
AUTOMATIC WIRE COMB BINDING MACHINE

TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

Calisma Bicimi El ile Besleme

(Feeding Mode) (Manual Feeding, Automatic Wire Binding)
Spirali Kullanis Sekli Otomatik Tel Ebatlama ve Ciltleme

(Wire Usage Mode) (Automatic Cutting, Attaching, Closing)

Ciltieyebilecegi Spiral Olgii Aralig:
(Size Range of Binding Size)

Cap: 1/4" - 7/8" veya 7 mm ve 22 mm
(Diameter: 1/4"- 7/8" or 7 mm - 22 mm)

Ciltleme Kalinligi Kapasitesi 3 mm'den 16 mm'ye kadar
(Binding Thickness) (From 3 mm to 16 mm)
sl i 520 mm
(ivamim Paper With) 75 mm

(Mo Biring W) 507

Caligma Hiz: (Operatdre bagl)
(Operating Speed (depends on the operator))

1.200 - 1.500 devir / saat (9 ayn hiz)
(1.200 - 1.500 cycle / hour (9 speed))

Caligma Tablas! (E x B)

660x520 mm

(Safety Certification)

(Work Bench (WxL))

Gili¢ Kaynag! 220V/1ph 50Hz (Monofoze) 1,5 kw
(Electricity) (220V/1ph 50Hz (Monophase) 1,5 kw)
Hava Kompresori Dahil degildir

(Air Compressor) (Not included)

Hava Basinci

(Air Pressure) 6-8 bar

Makine Olgiileri (E x Bx Y)

(Machine Dimensions (WxLxH)) 1A A0 .10 mon

Net Agirlik

(Net Weight) kg

Bobin Standi Agma Olgilsii

(Paper Rewinding Unit) 0% T 1 230

Agma Unitesi Net Agirlik 65kg

(Net Weight of Paper Rewinding Unit)

Giivenlik Onay CE

Ulkemizin enerji durumuna gére tasarlanmis; voltaj ve
frekans dalgalanmalarina ve sik sik enerji kesilmesine kars!
onlemler alinmigtir,

Bilgisayari Tirkge ve ingilizce mendlidir ve dokunmatik
ekrandir. Bir ciltlemeyi tek pargadan 9 pargaya kadar ayri ayr
ciltleme 6zelligine sahiptir.

1/4" ile 7/8" arasindaki ¢aplarda spiraller kullanarak ciltieme
yapabilir. Elektrik ve hava aksamlari Amerikan ve Japon
menseilidir. Takvim askisi dnitesi makinenin aksesuari
olmayip makinenin bir pargasidir. Her matbaada spiral
ciltleme makinelerinin bulunmasi gerektigine inanan
firmamiz, satis fiyatlarini Gstiin kalitesine gore ekonomik
seviyede tutmugtur.

mm—

It has been designed in accordance with Turkey's energy
issues; all the necessary precautions are taken against
voltage and frequency fluctuations as well as frequent power
cuts.

All settings are programmed in Turkish and English and all the
changes are implemented by using a touch screen. It can
bind a job from one piece to 9 pieces separately.

Wire comb bindings of size 1/4 inch to 7/8 inch diameters can
be used. The electrical and pneumatic components are made
inthe USAand Japan. The calendar hanger unitis an integral
part of the machine, not an accessory. Our company firmly
believes that each and every printing company must have
wire binding machines; and accordingly the economic price
of this machine represents great value for its high quality.

: MK-SAN-SA-520
: 8698444154117

Uriin Kodu (Product Code)
Barkod No (Barcode)

*Makine fiyati ve ozellikleri imalatg! tarafindan bildiriimeden
degistirilebilir.(These specifications can be modified by the
manufacturer without pnor announcement.)




S A 3 6 0 TEL SPIRAL CILTLEME MAKINESI
WIRE COMB BINDING MACHINE

—

Yari otomatik ve yiiksek hizli tel spiral ciltieme makinesi olarak tasarlanan SA 360, saatte 900 - 1200 adet ciltleme yapar. Elektronik dokunmatik ekrani
sayesinde komutlara kolayca ulagabilirsiniz. Ayricakapama genesi dedisimi yoktur; bir di¢iiden diger dlglye bir dakikada gecis yapabilirsiniz. Ekran dili Tiirkge
velngilizcedir. Talep dogrultusundadiger dillere programlanabilir.

Cok yonlii kullanima uygunolan SA 360 ciltieme makinesikalin sivama kapakli olan ajanda ve defterleri kolayca ciltleme imkani saglar. Biitiin tel ebatlarini 1/4”
den baslayip 1 1/2" kadar ciltleme yapar. 1 1/2" tel sipral bobin halinde iretilmedigiicin ebatli 1 %" spiral el ile beslemelidir. Bu kolay, cok yonlii ve verimliolan
SA 360 tel sipral ciltieme makinesi her firmada olmasi gereken bir makinedir.

P —

This machine is designed for semi-automated and high speed binding. The SA 360 wire comb binding machine can produce an output of 900-1200 pieces per
hour. You can access the command easily via the electronic touch screen panel. No change is required for closing tools: you can switch between sizes in one
minute. The operating languagesare Turkish and English. Otherlanguages can be programmed shouldthey be required.

Sa 360 wire comb binding machine is suitable for multi-functional use; it can be used in the production of hard cover diaries and notebooks. It can bound from %
to 1 %; however, 1 :is not produced in spoolprecut. 1 zmust be fed manually.

Every printing company must have the SA 360 wire comb binding machine, because this machine represents great value for its high quality and multi
functionality.

TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

Calisma Bigimi Yari Otomatik (El ile beslemeli)

(Feeding Mode) (Manual Feeding, Automatic Wire Binding)

Ciltleyebilecegi Spiral Olgii Araligi 34 -9

(Size Range of Binding Size) g

Ciltleme Kalinhigi Kapasitesi A 2

(Binding Thickness) =112

Azami Ciltleme Genigligi

(Maximum Binding Width) 360 x 360 mm

Asgari Ciltleme Genigligi

(Minimum Binding Width) 100 x 100 mm

Calisma Hizi 900 /1200 cilt/saat

(Operating Speed) (900 /1200 bind/hour)

Giig Kaynag

(Power Supply) 220V - 50/60 Hz

Makine Olgilleri (E x B x Y)

(Machine Dimensions (WxLxH)) 1.000 2,030 x 1.230 mm
Uriin Kodu (Product Code): MK-SAN-SA-360 Net Agiriik 300kg
Barkod No (Barcode): 8698444433366 (Net Weight)

Giivenlik Onay! CE

(Safety Certification)

*Makine fiyat ve ozellikleri imalatg! tarafindan bildirilmeden dedistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)




S A A P M _24 OTOMATIK DELME MAKINESI
AUTOMATIC PUNCHING MACHINE

SA APM-24 Otomatik Delme Makinesi 60 cm.'e kadar olan kagitlan otomatik olarak delen bir makinedir. 80,000 sayfay 1 saatte kolaylikla delebilir. Dosya,
perferasyon ve kertik deliklerini de ayni anda yapabilir.

« Kagit ylkleme asansoriine ylklenerek yerlestirilir. Kagit yiklemesi makineyi durdurmadan stirekli olarak yapilabilir.

+ 8-10 yaprak kagt, yiginin en stiinden tek seferde kavranarak alinir. Kavrama, kagit kalitesine gére en fazla 2,0 mm'ye kadar varan degisik kalinliklara
ayarlanabilir.

+Makineye yuklenen kagitlar toplu halde alinir, delinir ve tagiyici bantlar vasitasiyla harmani bozulmadan gikis asansoriine yerlestirilir.

+ Kalip degisimi siirgli kolu vasitasiyla 1 dakika gibi kisa birzamanda yapilir.

» Sayfalarardigik olarak siraya konur. Bir tambur tizerinde donduirtilerek birbirine yapisan kagitiar agilir.

P ——

SAAPM-24 automatic punching machine is designed to accommodate the widest possible punching applications on loose leaves; simply, efficiently and at
very high output speeds.

*The sheets are fed via lightweight aluminium trays, which rise automatically. The paper can be loaded continuously without stopping the machine.

+8-10 sheets of paper are fed from the top of the stack at one bite at a time. The bite can be adjusted to take a maximum of 2.0 mm, varying according to the
quality of the paper.

*The sheets that are loaded on the machine are taken on and punched as a bunch. Transport bands rotate them over a drum without disarraying the collate
and place them on the high pile reception unit.

*Tool changeover can be done in one minute by means of a bolt lever.

*The sheets are turned over by means of a drum to collate them in sequence. The sheets that are stuck together will separate during this operation.

TEKNIK OZELLIKLERi (TECHNICAL SPECIFICATIONS)

Azami Kagit Genisligi 610 (Delinecek taraf) x 500 mm

(Max. Paper Size) (610 (side to be punched) x 500 mm)

Asgari Kagit Genisligi 140 (Delinecek taraf) x 100 mm

(Min Paper Size) (140 (side to be punched) x 100 mm)
Azami Delme Genisligi

(Minimum Punching Width) 600 mm

Delinebilecek Kagit Olgii Araligi .

(Size Range of the Paper to be Punched) 5 - 300 gai?

Delme Kalinligi kapasitesi 2

(Max. Punching Thickness) i

Azami Galisma Hiz! 138 cilt / dk

(Max. Cycle Speed) (138 bind / min.)

Kompresor Dahil degildir

(Compressor) (Not included)

Hava Basincl

(Air Compressor) 4 -6 bar

Makine Olgiileri (E x B x Y)

(Machine Size (WxLxH) 2.800 x 1.200 x 1.250 mm

Net Agirik

(Net Weight) 1400k

Gig Kaynadi

(Power Usage) 380V 50Hz 4
Delme Hizi 100.000 kagit/saat Uriin Kodu (Pdeuct COde) :MK-SAN-APM-24
(Punching Speed) (100.000 paper/hour) Barkod No (Barcode) : 8698444403895
Giivenlik Onay! CE

(Safety Certification)

*Makine fiyat: ve ozellikleri imalatgi tarafindan bildirimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)



TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

(Conveyor Band (WxLxH)+Weight)

En Fazla Kagit Boyu

(Max. Paper Length) 620 min

En Fazla Delme Boyu 610

(Max. Punching Length) e

En Fazla Kagit Kalinhgi

(Max. Paper Thickness) 34 mm

En Yiiksek Devir Hizi 1.400 devir / dk
(Operation Speed) (1.400 cycle / hour)
Calisma Hizi 2.400-3.000 devir/saat
(Operation Speed) (2.400-3.000 cycle/hour)
Delme Derinligi 80

(Punching Depth) il

Calisma Tablas! (ExB)

(Work Bench (WxL) 480 x 800 mm

Giig Kaynag!

{Power SUpply) 220V/ 2ph |/ 50Hz
Elektrik Tiiketimi

(Energy Consumption) 1.5kw

Makine Olciileri (Ex B xY)

(Machine Size (Wx L x H) 950 850 x 1.200 mm
Net Agirhk

(Net Weight) 00 kg

Konveyor Band (ExBxY) + Agirlik 850 x 1200 x 1080 mm + 50 kg

Aksesuarlar
(Accessories)

2:1 - 3:1 - 4:1 ve diger adimlarda kare,
dikdortgen, oval ve yuvarlak profili
dedisik boyda delme kaliplar vardir.
Standart delme kalibi boyu 305 mm'dir,
There are punching tools of various sizes
for 2:1, 3:1, 4:1 and other pitches as well as
for the shapes of square, rectangular, oval
and round. The length of a standard
punching tool is 305 mm.

Giivenlik Onay!
(Safety Certification)

CE

*Makine fiyati ve dzellikleri imalatgi tarafindan bildirlmeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)

YARI OTOMATIK DELME MAKINESI
SEMI-AUTOMATIC PUNCHING MACHINE

Spiral ile ciltiemenin ilk agamas! olan delik delme iglemleri igin Tirk
mihendisler tarafindan (lkemizin sartlarina uygun olarak tasarlanmig
ve firmamiz tarafindan imal edilmigtir.

Cok seri delik delme kapasitesi ve kalin kapaklar delme ozelligi ile
seri tretimde kullanilan kiigiik boyutiu bir makinedir. Kullanimi kolay,
on yatinmi az ve enerji tiiketimi diistik; dolayisiyla ekonomik bir
makinedir.

Farkli delme bicaklari ile gift halkali tel spiral, plastik spiral, metal
helezon spiral, pvc helezon spiral ile ciltleme islerinde kullanilir.

SA 610-S'in SA 610'dan farki; delme islemini yapmasi ve delinmis
kagitiar otomatik olarak konveydr bandinin tizerinde biriktirmesidir.

R

This machine has been designed by Turkish engineers taking the
country specific conditions intoaccount.

Itis a compact machine that can punch thicker sheets very fast.Itis a
user-friendly and economic machine with low energy consumption
and pre-investment.

It can punch for double wire loop binding, plastic comb binding, metal
coil spiral and PVC coil spiral as well as conic and staple finishes with
a variety of punching tools.

The difference between SA-610 and SA-610-S is that; SA-610 -S has
conveyer band, which collects the punched paper automatically
without operator help.

Uriin Kodu (Product Code) : MK-SAN-SA-610-S
Barkod No (Barcode) : 8698444433151




TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

YARI OTOMATIK DELME MAKINESI
SEMI-AUTOMATIC PUNCHING MACHINE

Spiral ile ciltlemenin ik asamas! olan delik delme iglemleri icin Tirk
milhendisler tarafindan Glkemizin sartlarina uygun olarak tasarlanmig ve
firmamiz tarafindan imal edilmistir.

Cok seri delik delme kapasitesi ve kalin kapaklar delme ozelligi ile seri
tretimde kullanilan kiiclik boyutiu bir makinedir. Kullanimi kolay, on yatirimi
az ve eneriji tlketimi disik dolayisiyla ekonomik bir makinedir.

Farkli delme bicaklar ile cift halkali tel spiral, plastik spiral, metal helezon
spiral, pvc helezon spiral,delikleri kullanilir.

Cse

This machine has been designed by Turkish engineers taking the country
specific conditions into account.

It is a compact machine that can punch thicker sheets very fast.It is a user-
friendly and economic machine with low energy consumption and pre-
investment.

It can punch for double wire loop binding, plastic comb binding, metal coil
spiral and PVC coil spiral as well as conic and staple finishes with a variety of
punchingtools.

En Fazla Kagit Boyu

(Max. Paper Length) G20 mm

En Fazla Delme Boyu 610

(Max. Punching Length) o

En Fazla Kagit Kalinligi 34

(Max. Paper Thickness) i)

En Yiiksek Devir Hizi 1.400 devir / dk

(Operation Speed) (1.400 cycle / hour)

Calisma Hizi 2.400-3.000 devir/saat

(Operation Speed) (2.400-3.000 cycle/hour)

Delme Derinligi

(Punching Depth) 60 mm

Calisma Tablasi (ExB)

(Work Bench (WiL) 480 x 800 mm

Giig Kaynagi ;

(Power Supply) 380V / 3ph / 50Hz (Trifaze)

Elektrik Tketimi

(Energy Consumption) 22kw

Makine Olgiileri (E x Bx Y)

(Machine Size (WxLxH) 950 % 850 x 1200 mm

Net Agirlik

(Net Weigh) 30 kg
2:1 - 31 - 4:1 ve diger adimlarda kare,
dikdortgen, oval ve yuvarlak profili
degisik boyda delme kaliplar vardr.

pesn T

(Accessories)

for 2:1, 3:1, 4:1 and other pitches as well as
for the shapes of square, rectangular, oval
and round. The length of a standard
punching tool is 305 mm.

Giivenlik Onayi
(Safety Certification)

CE

Uriin Kodu (Product Code) : MK-SAN-SA-610

Barkod No (Barcode)

: 8698444154131

*Makine fiyati ve ozellikleri imalatg tarafindan bildirlmeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)



SANEM KOSE YUVARLATMA MAKINESI
SANEM CORNER ROUNDING MACHINE

Uretmis oldugunuz defter, ajanda, kitap gibi diriinlerin kdselerini yuvarlatmak igin
tasarlanmig bir makinedir. Asagida belirtilen ¢aplarda kesme bigaklari mevcuttur.

——————

This machine is designed to round the edges of note-books, diaries and books that
you have manufactured. The following cutting tools sizes are available.
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TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS) ! ik i
Azami Kagit Kalinligi ' ' .
(Maximum Paper Width) 120 mm : £ y
Tabla Ebadi : 5 '
(Workbench Size) 300 x 400 mm ' . : 1

L 1 ! 1
Gli¢ Kaynag! ! | % '
(Power Supply) ailwiE R | TR 5
Makine Olgiileri (ExBXY) kNI e S L e 4
(Machine Dimensions (WxLxH)) 450 x 870 x 1710 mm
Net Agirlik
(Total Weigh) Wi
Bigak Caplari 1/4" - 1" arasi

Die Diameters "0 1" %

:3 — k) — i {Uriin Kodu (Product Code)  : MK-SAN-SA-200
ey i AA s 120 mm Barkod No (Barcode) . 86084444154001
Aksesuar 1 bigak dahil.
(Accessories) (1 die is included with machine) “Makine fiyat ve ozeliler imalats: tarafindan bildiimeden degistrebil.
Hiz 20 devir/dakika (These specifications can be modified by the manufacturer without prior announcement.)
(Speed) (20 cycle/sec)
Giivenlik Onayi CE
(Safety Certification)

*Makine fiyati ve ozellikleri imalatgi tarafindan bildirimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)
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+  Tasima maliyetinizi azaltir.

+  Sekillendirilmis helezon spiral stok ihtiyacini ortadan kaldirarak kullanilabilir bos alan birakir.
+  Deforme olmus ve dolanmig helezon spiral olusumunu engelleyerek, Gretim kapasitesini artirir.

*  Misteri hizmetlerini geligtirir.

* Increases your profile margin

*  Produces the coil you need when you need it

*Helezon spirali siz istediginizde Uretir.

*Reduces freight cost
*Reduces packaging cost

*  Frees up valuable floor space by eliminating formed coil inventory
* Increases production by eliminating tangled and distorted coil
*  Improves your customer service

TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

PVC&PET HELEZON SPIiRAL FORM MAKINESI
PVC&PET COIL FORMING MACHINE

* PVC Spiral

E: Distributor 3

*Paketleme maliyetinizi azaltir.

Helezon Spiral Capi 6mm den 56mm ye kadar
(Coil Diameter) (From 6 mm to 56 mm)
Helezon Spiral Uzunlukiar 7,62 cmden 122,28 cm e kadar.(3 ing ten 48 ing’e kadar) 6 mm
(Coil Lengths) (From 7,62 cm to 122,28 cm(From 3 inches to 48 inches))
Helezon Spiral Adim Segenekleri 4131 5mm. 6 8 mm
(Coil Pitch Options) hL IS
Fiber Optikler Her defasinda ayni uzunluk (42 ing bant) 10 mm
(Fiber Optics) (Exact length every time (42 inch conveyor))
Hava Basinci 12 mm
(Air Pressure) 6-8 Bar
-Dijital elektronik gosterge 14 mm
-Uzun 6miirlii, dayanikli, paslanmaz,
sertlesfirilmis bigak
-2 adet Isitici makara ve 2 adet Isitict bantin 16 mm
Aksesuarlar bulundugu 13 ing anadize aliminyum tambur
(Accessories) (- Digital readout electronics 18 mm
- Heavy-duly stainless hardened steel cutter
blade for long life
- 13 inch anodized aluminum heater drum 20 mm
with two heater drums and two heater bands)
Hava Kompresor FETE : 25 mm
i Comp,';m) Dahil Degildir. (Not included.)
Gvenlik Onay! CE 30 mm
(Safety Certification)
34 mm
Uriin Kodu (Product Code)  : MK-SAN-CL-MLL-COIL-5000-KM
Barkod No (Barcode) : 8698444434028 38 mm

4:1 adimda
(4o 1)

4:1 adimda
(4to 1)

4:1 adimda
(410 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)
4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

4:1 adimda
(4to 1)

MARLON 5000 FORMLAMA HIZLARI

12 ing uzunluk icin 1,8 saniye
(1.8 seconds per 12-inch length)
12 ing uzunluk igin 2 saniye

(2 seconds per 12-inch length)

12 ing uzunluk igin 2,5 saniye
(2.5 seconds per 12-inch length)

12 ing uzunluk igin 3 saniye

(3 seconds per 12-inch length)
12 ing uzunluk igin 3,8 saniye
(3.8 seconds per 12-inch length)

12 ing uzunluk igin 4,2 saniye
(4.2 seconds per 12-inch length)

12 ing uzunluk igin 5 saniye
(5 seconds per 12-inch length)

12 ing uzunluk igin 5,5 saniye
(6.5 seconds per 12-inch length)
12 ing uzunluk igin 6,8 saniye
(6,8 seconds per 12-inch length)

12 ing uzunluk icin 8 saniye
(8 seconds per 12-inch length)

12 ing uzunluk igin 9 saniye
(9 seconds per 12-inch length)

12 ing uzunluk igin 11 saniye
(11 seconds per 12-inch length)

*Makine fiyati ve dzellikleri imalatg! tarafindan bildirimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)



S A 0 4_ P 2 TEL SPIRAL EBATLAMA MAKINESI
WIRE COMB BINDING PRECUT MACHINE

Bu makine bobin halindeki ¢ift halkali tel spirali istenen halka sayisinda
kesmek igin tasarlanmis ve firmamiz tarafindan Gretilmistir. Kesilen parcalar
bir sayagile sayilir.

Bu sayiyi 3 haneli LED ekraninda gorebilirsiniz. Makine bir tel spirali kesince
kendiliginden durur ve bu spiral makinenin iizerinden alininca otomatik
olarak ikinci spirali keser.

Manuel ciltieme yapan firmalar icin ideal bir makinedir.

P ——

This machine is designed to cut wire binding in reel form into desired

number of loops. Itis manufactured by our company.

The cut pieces are counted by a counter. This number is displayed on the
3 digit LED screen. Once the machine cuts a wire spiral, it stops
automatically. When this cut spiral is removed from the machine, it will
cutthe second spiral automatically.

Itis an ideal machine for manual binding.

Uriin Kodu (Product Code)  : MK-SAN-SA04-P2

Barkod No (Barcode) : 8698444418417
Spiral Adimlari 2:1 (12.7 mm) veya 3:1 (8.46 mm)
(Spiral Pitch) (2:1 (12.7 mm) or 3:1 (8.46mm))
Olgii Araligr (Ayarlanabilir) 3/16" (4.70 mm)'den 1"(25.40 mm)'ye kadar.
(Spiral Diameter ) (3/16" (4.70mm) to 1" (25.40mm))
Spiral Sayisi (Kesilen) Otomatik olarak 6 halkadan 99 halkaya kadar.
(Adjustable Loop Counter) (Automatically from 6 to 99 loops)
Parca Sayis| istendigi anda sifirlanabilir. 1 - 999 aras sayar.
(Cut Piece Counter) (It can be reset to 0 anytime. It counts from 1 to 999.)
Tel Spiral llerleme Hizi 3:1 adim igin - 1sn - 2:1 adim igin - 1.5 sn
(Wire Spiral Moving Speed) (3:1 pitch - 1 sec. , 2:1 pitch - 1.5 sec)
Hava Kompresorii e
(Air Compressor) 0,37 kw (Dahil degildir)(Not included)
Kesme Hassasiyeti
(Cutting Sensitivity) ~20.5mm
Giivenlik Onay! CE
(Safety Certification)

OLCULER (DIMENSIONS)

*Eni (Width)

Bosaltma Tepsisi Hari¢ (Excluding Reception Tray )| 460 mm

GUC GEREKSINIMI ENERGY REQUIREMENT

Bogaltma Tepsisi Dahil (Including Reception Tray) | 850 mm

L Elektrik 20-230 V /50 Hz (toprakli), 0.5 Amp, (En fazla)
Boyu (Length) 625 mm Electricity | 20-230 V /50 Hz }ground} , 0.5Amp. ((Maximum)
Yiikseklik (Height)
- 40 -120 PSI (3 ile 8 kg/icm?) 2 L/dk Filtrelenmig
Makarasiz (Without the Reel) 220 mm Pnématik  [ve Yaglanmamis hava @ 8 mm hortum girisi
Makarall (With the Reel) 695 mm Prematic 14 120 PSI (3 e 8 kg/em?) 2 Limin. Fitered and

non greased air. @ 8 mm hose inlet

*Agirhigi (Makarasiz) (Weight (without reel)

29kg |

*Makine fiyati ve dzellikleri imalatg! tarafindan bildirimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)




SANEM SA 36

TEKNIK OZELLIKLERI (TECHNICAL SPECIFICATIONS)

Delme Kalinlig Kapasitesi | 80 g/m” kagittan 28 yaprak
(Punching Capacity) (28 shests of 80 g/m’ paper)
Azami Delme Genigligi

(Punching Width ) 36.cm

Derinlik Ayari 4 farkli derinlik ayar)

(Hole Set Up) (4 Levels)

Delik Iptali Hepsi

(Hole Cancellation) (All)

Net Agirlik

(Machine Weight) kg

Makine Olgileri (E x Bx Y)

(Machine Dimensions) NI %20

Garanti Siiresi 2yl

(Warranty ) (2 years)

Kalip Sistemi Kolaylikla degistirilebilir.(Stirgli)
(Dies) (Interchangeable (Sliding))
Hareket Ozelligi lleri- Geri hareket

(Movement Direction) (Reciprocation)

Gii¢ Kaynag

(Power Supply) AC220V, 60HZ-AC230V, 50HZ

Delme Bigaklar
(Punching Tools)

5 mm adimda 3.6 mm capinda yuvarlak (5 mm pitch 3,6 mm diameter round)
4:1 adimda 4 mm gapinda, yuvarlak (4:1 pitch 4 mm diameter round)

4:1 adimda 4x5 mm ¢apinda, oval (4:1 pitch 4x5 mm diameter, oval)

3:1 adimda 4,5 mm c¢apinda, yuvarlak (3:1 pitch 4,5 mm diameter round)

3:1 adimda 4x4 mm ¢apinda, kare (3:1 pitch 4 x 4 mm square)

2:1 adimda 4x5.5 mm, dikdortgen (2:1 pitch 4 x 5.5 mm rectangular)

Plastik spiral igin 8x3 mm, dikddrtgen (For plastic spiral 8x3 mm rectangular)
3:1 adimda 4x4 takvim askili, kare (3:1 pitch 4x4 square calender hanger)

Uriin Kodu (Product Code)

Barkod No (Barcode)

: MK-SAN-SA36
: 8698444419674

COK FONKSIYONLU ELEKTRIKLI DELME MAKINESI
MULTI FUNCTIONAL ELECTRICAL PUNCHING MACHINE

¢ *  SmmAdm 3,6 mm Yuvariak (5 mm Pitch 3,6 mm Round) s
MK-SAN-BIC-DP36-3,6
8698444213616

4:1 Adim 4 mm Yuvariak (4:1 Pitch 4 mm Round) hd
MK-SAN-BIC-DP36-4
8698444213685

o=
- - om o=

4:1 Adim 4x5 mm Oval s
4:1 Pitch 4x5 mm Oval
MK-SAN-BIC-DP36-4'5

o™ momom ooy
- = meom o=

A 3:1 Adim 4,5 mm Yuvarlak (3:1 Pitch 4,5 mm Round) A
MK-SAN-BIC-DP36-4.5
5698444213678

P
- momomow

3:1 Adim 4x4 mm Kare (3:1 Pitch 4x4 mm Square) »
MK-SAN-BIC-DP36-4*4
8698444213661

L LT g

PR I
- - ewmowm ow o

R ofuinguiuisfojuie

-
# 2.1 Adim 4x5.5 mm Dikdbrtgen (2:1 Pitch 4x5.5 mm Rectangular)
MK-SAN-BIC-DP36-4* 5,5

Plastik Spiral 8x3 mm Dikdortgen -
(Plastic Comb 8x3 mm Rectangular)

MK-SAN-BIC-DP36-3"8

3:1 Adim 4x4 mm Kare Takvim Askisi g
(3:1 Pitch 4x4 mm Square Calendar Hanger)
MK-SAN-BIC-DP36-4'4 8698444213661

-
- meweomom o=

*Makine fiyati ve dzellikleri imalat! tarafindan bildirlmeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)
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*Makine fiyati ve dzellikleri imalatg! tarafindan bildirimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)

SANEM MARLON 300i
Elektrikli PVC Helezon Spiral Ciltleme Makinesi
Automatic PVC Coil Spiral Inserting Machine

Ciltleme Kalinhg: Kapasitesi ;25 mm veya 1" (4:1)
(Binding Thickness Capacity) (25mmor 17 (4:1))
Giig Kaynagi (Power Supply) : AC230V, 50 HZ

Net Agirlik (Machine Weight) :55kg

Makine Olgiileri (ExBxY) 1 240 x 360 x 120 mm
(Machine Dimensions (WxLxH)
Garanti Siresi (Warranty) : 2yl (2 years)

Uriin Kodu (Product Code)  : MK-SAN-MARLON-300]
Barkod No (Barcode) : 8698444412293

PAVO WIREMASTER
Tel Spiral Delme + Ciltleme Makinesi (3:1)
Wire Comb Punching and Binding Machine (3:1)

Delme Kalinhigi Kapasitesi : 80 gr kagittan 10-15 yaprak
(Punching Thickness Capacity) (10-15 sheets 80 gr)
Delme Genisligi (Punching Width): 310 mm

Ciltleme Kalinhgi Kapasitesi : Yaklagik 150 yaprak veya 10,5 mm
(Binding Thickness Capacity) (150 sheets or 10,5 mm)
Delik iptali (Hole Cancellation)  : Yok (None)

Derinlik Ayan (Depth Set-Up)  : Yok (None)

Delik Olgiisii ve Aralig : 3:1 adim 4x4 mm delik
(Hole Sizes and Distance ) (4x4 mm and 3:1 pitch)
Galigma Bigimi (Operation Mode) : El lle (Manual)

Net Agirlik (Machine Weight) 14 kg

Makine Olgiileri (ExBxY) : 240 x 400 x 400 mm
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty) 1 2yl (2 years)
Uriin Kodu (Product Code)  : MK-SAN-PVO-TS-31-CM
Barkod No (Barcode) : 8698444153929
SANEM COIL CRIMPER

PVC Helezon Spiral Iki Tarafli Kapama Makinesi
PVC Coil Double Ended Crimping Machine

Derinlik Ayari (Depth Set-Up) ~ : Yok (None)
Giig Kaynag (Power Supply) ~ : AC230V, 50HZ
Net Agirhk (Machine Weight) 1 22,5kg

Makine Olgiileri (ExBxY) : 320 x 750 x 260 mm
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty) 2 2yl (2 years)

Uriin Kodu (Product Code)  : MK-SAN-CL-MRL-COIL-350-KM
Barkod No (Barcode) : 8698444131699




COIL MARLON AUTO CRIMPER 350
PVC Helezon Spiral iki Tarafli Kapama Makinesi
PVC Coil Double Ended Crimping Machine

Derinlik Ayari (Depth Set-Up)
Giig Kaynagi (Power Supply)
Net Adirlik (Machine Weight)
Makine Olgiileri (ExBxY)
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty)

Uriin Kodu (Product Code)
Barkod No (Barcode)

BOHM+CO MiNi COMBI

Plastik Spiral Delme Makinesi

. Yok (None)

: AC230V, 50HZ

1 22,5kg

1630 x 410 x 220 mm

1 2yl (2 years)

: MK-SAN-CL-MRL-COIL-350-KM
: 8698444131699

Plastic Comh Punching Machine

Delme Kalinhigi Kapasitesi
(Punching Capacity)

: 80 gr kagittan 10 yaprak

(10 sheets (80 g/nr’))

Delme Genisligi (Punching Width) : 335 mm

Ciltleme Kalinhgi Kapasitesi
(Binding Capacity)

Delik Iptali (Hole Cancellation)
Derinlik Ayan (Depth Set-Up)
Delik Olgiisii ve Araligi

(Hole Sizes and Distance )
Tarak Sayisi (Comb Number)

. Yaklagik 410 yaprak veya 45 mm

(410 sheets or 45 mm)

: Yok (None)
: Yok (None)
: 8x3 mm ve 9/16 inch

(8x3 mm and 9/16 inch)

121

Galisma Bigimi (Operation Mode) : El lle (Manual)

Net Adirlik (Machine Weight)
Makine Olgiileri (ExBxY)
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty)

Uriin Kodu (Product Code)
Barkod No (Barcode)

PAVO ECLIPSE

1 2kg
: 210 x 500 x 240 mm

: 2yl (2 years)

: MK-SAN-PSM-PS-DCM
: 8698444153905

Plastic Comb Punching and Binding Machine
Plastik Spiral Delme+Ciltleme Makinesi

Delme Kalinligi Kapasitesi
(Punching Capacity)

: 80 gr kagittan 10 yaprak
(10sheets (80 g/m’))

Delme Genisligi (Punching Width) : 300 mm

Ciltleme Kalinh@: Kapasitesi
(Binding Capacity)

Delik iptali (Hole Cancellation)
Derinlik Ayan (Depth Set-Up)
Delik Olgiisii ve Araligi

(Hole Sizes and Distance )
Tarak Sayisi (Comb Number)

: Yaklagik 250 yaprak veya 30 mm
(250 sheets or 30 mm)

: 3 delik (3 holes)

: Yok (None)

: 8x3 mm ve 9/16 inch
(8x3 mm and 9/16 inch)

2

Galisma Bigimi (Operation Mode) : El ile (Manual)

Net Agirlik (Machine Weight)
Makine Olgiileri (ExBxY)
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty)

Uriin Kodu (Product Code)
Barkod No (Barcode)

16 kg
: 390 x 320 x 350 mm

12yl (2 years)

: MK-SAN-PEC-PS-DCM
: 8698444153882

*Makine fiyati ve ozellikleri imalatci tarafindan bildinimeden degistirilebilir.(These specifications can be modified by the manufacturer without prior announcement.)



SANEM DM 431V-ECI
Helezon ve Tel Spiral Delme + Ciltieme Makinesi
PVC Coil and Wire Comb Punching and Binding Machine

Delme Kalinligi Kapasitesi : 80 gr kag@ittan 20 yaprak
(Punching Capacity) (20 sheets (80 g/m’))
Delme Genisligi (Punching Width) : 340 mm
Ciltleme Kalinigi Kapasitesi » 4:1 adim 25 mm helezon spiral
3:1 adim 4x4 mm 3/16"-9/16" tel spiral
(Binding Capacity) . (25 mm and 4:1 pitch pvc coil

4x4 mm and 3:1 pitch 3/16™-9/16"wire binding)
Delik iptali (Hole Cancellation)  : Hepsi (All
Derinlik Ayari (Depth Set-Up)  : 3 kademe (3 levels)

Delik Olgiisii ve Araligi 4:1 adim ve 3:1 adim
(Hole Sizes and Distance ) : (4:1 pitch and 3:1 pitch)
Galigma Bigimi (Operation Mode) : El lle (Manual)
Giig Kaynag (Power Supply) :AC 230 V 50 Hz
Makine Olglileri (ExBxY) : 410 x 430 x 530 mm
(Machine Dimensions (WXLxH)
Garanti Siiresi (Warranty) : 2yl (2 years)
Uriin Kodu (Product Code)  : MK-SAN-RUB-CIL-MC-431V
Barkod No (Barcode) : 8698444438101
SANEM DM 431RV-ECI
Helezon ve Tel Spiral Delme + Ciltieme Makinesi
PVC Coil and Wire Comb Punching and Binding Machine
Delme Kalinligi Kapasitesi : 80 gr kagittan 20 yaprak
(Punching Capacity) (20 sheets (80 g/m’))
Delme Genisligi (Punching Width) : 340 mm
Ciltleme Kalinhigi Kapasitesi : 4:1 adim 25 mm helezon spiral
(Binding Capacity) 3:1 adim 4,5 mm 3/16"-9/16" tel spiral
(25 mm and 4:1 pitch pvc coil

- 4,5 mm and 3:1 pitch 3/16™-9/16 wire binding)
Delik iptali (Hole Cancellation)  : Hepsi (All)
Derinlik Ayan (Depth Set-Up) ~ : 3 kademe (3 levels)

Delik Olgiisii ve Aralig 4:1 adim 3:1 adim
(Hole Sizes and Distance ) : (4.1 pitch 3:1 pitch)
Galigma Bigimi (Operation Mode) : El lle (Manual)
Giig Kaynagi (Power Supply) - AC 230 V 50 Hz
Makine Olgiileri (ExBxY) 410 x 430 x 530 mm
(Machine Dimensions (WxLxH)
Garanti Siiresi (Warranty) : 2yl (2 years)
Uriin Kodu (Product Code)  : MK-SAN-RUB-CIL-MC-431RV
Barkod No (Barcode) : 8698444438118
SANEM DM 41V-ECI
Helezon ve PlastikSpiral Delme + Ciltleme Makinesi
PVC Coil and Plastic Comb Punching and Binding Machine
Delme Kalinligi Kapasitesi : 80 gr kagittan 20 yaprak
(Punching Capacity) (20 sheets (80 g/m’))
Delme Genisligi (Punching Widih): 340 mm
Ciltleme Kalinligi Kapasitesi : 4:1 adim 25 mm helezon spiral
(Binding Capacity) 9/16" 48 mm plastik spiral
(25 mm and 4:1 pitch pve coil
: 48 mm 9/16" plastic coil)

Delik iptali (Hole Cancellation)  : Hepsi (All)
Derinlik Ayari (Depth Set-Up) : 3 kademe (3 levels)

Delik Olgiisii ve Araligi 4:1 adim -9/16"

(Hole Sizes and Distance ) . (4:1 pitch -9/16°)

Caligma Bigimi (Operation Mode) : El lle (Manual)

Giig Kaynag: (Power Supply) 1 AC 230 V 50 Hz

Makine Olgiileri (ExBxY) 490 x 480 x 540 mm

(Machine Dimensions (WxLxH)

Garanti Siiresi (Warranty) 2yl (2 years)
Uriin Kodu (Product Code)  : MK-SAN-RUB-CIL-MC-41V
Barkod No (Barcode) : 8698444438125

*Makine fiyat ve 6zellikleri imalatgi tarafindan bildiriimeden degistirilebilir.
(*These specifications can be modified by the manufacturer without prior announcement.)



BOHM+CQ: 330
Agir isler icin Elektrikli Delme Makinesi

BURO TIPI MAKINELER / OFFICE MACHINES Heavy Duty Automatic Punching Machine
Delme Kalinhig: Kapasitesi : 80 gr kagittan 25 yaprak
f \ (Punching Capacity) (20 sheets (80 g/m’))
Delme Genigligi (Punching Width): 340 mm
Delik Iptali (Hole Cancellation)  : Hepsi (All)
. Derinlik Ayar (Depth Set-Up)  : Hepsi (Al)
- ,‘ Delik Olgiisti ve Aralig - Tim bigak profilleri ile caligabilir.
- (Hole Sizes and Distance ) (Changeable)

Gii¢ Kaynag: (Power Supply) - AC230V, 50HZ
2 - Net Agirlik (Machine Weight) 130 kg

e | s Makine Olgiileri (ExBxY) : 400x530%210 mm
’\.\ ¥ Machine Dimension (WxLxH)
-~ ' Garanti Siresi (Warranty) 22yl (2 years)
e Uriin Kodu (Product Code)  : MK-SAN-CO-Q330
\ / Barkod No (Barcode) : 8698444419797

DIGER MASAUSTU MAKINELER / OTHER TABLE TOP MACHINES

SANEM TM 460 Roll&Blade

Dairesel Kagit Kesme Makinesi

Rotary Paper Trimming Machine (46 cm)

Kagit Kesme Kapasitesi : 10 yaprak (10 sheets)

(Cutting Capacity)

Tabla Olgiisii (Work Area (WxLxH)) : 450 x 650 mm

Net Agirlik (Net Weight ) :3kg

Galigma Bigimi (Operation Mode) : Elile (Manual)

Kesme Genisligi (Cutting Width) ~ : 460 mm

Garanti Siiresi (Warranty) : 2YIl (2 years)
Uriin Kodu (Product Code)  : MK-SAN-TM-460
Barkod No (Barcode) : 8698444154261

SANEM TM 680 Roll&Blade

Dairesel Kagit Kesme Makinesi

Rotary Paper Trimming Machine (68 cm)

Kagit Kesme Kapasitesi . 13 yaprak (13 sheets)

(Cutting Capacity)

Tabla Olgiisti (Work Area (WxLxH)) : 450 x 770 mm

Net Agirlik (Net Weight ) 14kg

Galigma Bigimi (Operation Mode) : El ile (Manual)

Kesme Genisligi (Cutting Width) ~ : 460 mm

Garanti Siiresi (Warranty) 1 2Yl (2 years))
Uriin Kodu (Product Code)  : MK-SAN-TM-680
Barkod No (Barcode) : 8698444154278

SANEM AD-1

Manuel Kése Yuvarlama Makinesi

Manual Corner Rounding Machine

Kesme Kalinligi Kapasitesi : Enfazla 10 mm

(Cutting Capacity) (Max. 10 mm)

Kesme Bigaklari (Cutting Dies) e

Net Agirlik (Weight) 1 23kg

Makine Olgiileri (Ex B xY) 1290 x 155 x 180 mm

(Machine Dimensions (W x L x H))
Galigma Bigimi (Operating Mode) : Elile (Manual)

Uriin Kodu (Product Code)  : MK-SAN-AD1-KY
Barkod No (Barcode) : 8698444130388

*Makine fiyati ve ozellikleri imalatg: tarafindan bildiriimeden degistirilebilir.
(*These specifications can be modified by the manufacturer without prior announcement.)



DELME BICAK PROFILLERI / PUNCHING TOOL PROFILES
2:1 ADIM CIFT HALKALI TEL SPIRAL ICIN / FOR 2:1 PITCH WIRE COMB BINDING

4x4 mm
Uriin No (Product No) :
e @ H H H EEEEBR MK SAN.SIC KRE.AXE2
4x4 mm
s H H W I R
Calendar Hanger)
4x5 mm Uriin No (Product No) :
Dkdotgen Il [l H H H H H B B . ocn
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DELME BICAK PROFILLERI / PUNCHING TOOL PROFILES
4:1 ADIM HELEZON SPIRAL IGIN / 4:1 PITCH PVC COIL
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9/16 ADIM PLASTIK SPIRALLER iCIN (Dikddrtgen) / FOR 9/16 PITCH PLASTIC COMB BINDINGS (RECTANGULAR)
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Kugler, Rilecard, Renz, Lhermite, Bielomatik, Solar, makineleri igin delme kalibi imalati yapmaktayz.
We produce punching tools for Kugler, Rilecart, Renz, Lhermite, Bielomatik, Solar machines.



CILT MALZEMELERI / TEL SPIRAL / 3:1 ADIM TEL SPIiRAL BOBIN
BINDING PRODUCTS / WIRE BINDING /3:1PITCH WIRE COMB BINDING IN SPOOL
Cift halkal tel spiral 6zellikle ciltiemede kalici goziimler icin dretiimektedir. Cift halkali tel spiraller ciltleme ve istede 6zel baskilar igin de uygundur. 3:1

adim ¢ift halkali tel spiraller hem bobin hem de ebatli olarak mevcuttur. 3:1 adim sistemde, 1" de (2.54 cm) 3 halka bulunmaktadir.
3:1 adim sistemi brosiirler, takvimler vb. Gininler igin son derece uygundur. Halka sayisi, cilt incelikleri ve cilt caplari asagidaki listede gériilmektedir.

Double parallel wire loops offers permanent solutions for binding. Double parallel wire loops are also suitable for on-demand prints.The double parallel
wire loops are avalaible both in spools and pre cut size.There are 3 loops per each inch (2.54 cm) at the 3:1 pitch system.

The 3:1 pitch system is eminently suitable for producing brochures, calendars, etc. The number of loops, binding thickness and binding diameters are
as shown in the list below.

Spiral Capi Bobindeki

Adim Loop Sayisy | Ciltleme Kalinhgi (e
(Pich) (Spiral Diamotay)|  "oop Sevis (Binding Capacity (P?orssc't(gdolclle)
ing | mm | Loops in Spool) A%

31 316 48 127.000 3.5 310-B0B-010-TS001
31 1/4 64 87.000 45 310-80B-010-TS002
341 516 79 60.000 6.5 310-B0B-010-TS003
31 38 95 46.000 75 310-B0B-010-TS004
31 716 114 31.000 9.0 310-B0B-010-TS005
31 Y| 127 26.000 9.5 310-B0B-010-TS006
31 9/16 | 143 21.500 10.5 310-BOB-010-TS007
31 58 159 15.000 12.5 310-BOB-010-TS008

Mevcut Renkler: Beyaz, Siyah, Seffaf, Kalayli, Kimizi, San, Kahverengi, Gri, Mavi, Bakir, Yesil,
Metalik Yesil, Metalik Mavi, Metalik Kirmizi ve Altin.

Available Colours: White, Black, Transparent, Tin-coated, Red, Yellow, Brown, Grey, Blue,
Copper, Green, Metallic Green, Metallic Blue, Metallic Red, Gold

CILT MALZEMELERI / TEL SPIRAL / 2:1 ADIM TEL SPIRAL BOBIN
BINDING PRODUCTS / WIRE BINDING /2:1PITCH WIRECOMB BINDING IN SPOOL

Stk ve pratik bir ciltieme sistemi olan 2:1 adim ift halkali tel spiralleri degisik renklerde ve tiim ebatlarda mevcuttur. 2:1 adim sistemi 3:1 adim sistemine
gore %25 ile %29 arasi daha az maliyetlidir. 2:1 adim sistemde daha az sayida loop ile daha fazla ciltleme yapabilir, bdylece {riinlerinizin maliyetini
distrebilirsiniz. 2:1 adim sistemde ciltlerin goriintiisii ve kalitesi bozulmadan loop sayisi azaltilabilir.

Cifthalkalitel spiral; raporlar, kitaplar, aragtirmalar, satig sunumlari, yemek kitaplar ve takvimlerigin mitkemme! bir goziimdir.

Tel spiraliile uyumlubir cilt kapag ile ciltlenmis dokimanlar etkileyici bir sunumolugturmanizayardimciolur.

o Inaccordance with our continous progress and innovation goal, Sanem Printing presents the most practical and
=\ stylish post-printing binding system 2:1 pitch double wire parallel loops invarious coloursand all sizes.

The 2:1 pitch system is 25-29% more profitable than 3:1 pitch system. You can bind more with a smaller numberof

loops in the 2:1 pitch system and hence lower the cost of your products.In 2:1 pitch system, the number of loops

canbe decreased without compromisingthe look and the quality of the binding.

Itis the perfect solution for books, researchreports, sales presentations, cook books, efc.

Spiral Cap Bobindeki
Adim LoopSayist | Ciltleme Kalinhgi -
(g CpreiDamote)| GeeBSHVS, | GndngCapacy)|  ein ol
ing | mm | Loops in Spool) Max - mm
21 1/4 64 58,000 45 210-B0B-010-TS002
21 5116 79 40,000 6.5 210-BOB-010-TS003
241 38 9,5 31,000 75 210-BOB-010-TS004
21 7/16 111 21,000 9.0 210-BOB-010-TS005
2:1 12 | 127 17,500 95 210-BOB-010-TS006
2:1 916 | 143 14,500 10,5 210-BOB-010-TS007
21 5/8 15,9 10,500 125 210-B0OB-010-TS008
2:1 34 | 1941 8,000 145 210-BOB-010-TS009
2:1 78 | 22 6,000 175 210-BOB-010-TS010
241 1] 254 4,500 200 210-BOB-010-TS011
21 11/8 | 286 3,100 25 210-BOB-010-TS012
21 114 | 318 2,100 250 210-BOB-010-TS013
21 | 112 | 381 1,000 300 210-BOB-010-TS014

*Bu rinlerin 6zellikeri ve fiyatlar imalatgi tarafindan bidimeden degistirilebilir. (*These spedifications can be modified by the manufacturer without prior announcement.)




CILT MALZEMELERI / TEL SPIRAL / EBATLI TEL SPIRAL
BINDING PRODUCTS / WIRE BINDING / PRE-CUT WIRE COMB BINDING

Cift halkali tel spiral, ciltieme konusunda miikemmel ve kalici ¢dziimler sunar. Ozellikle raporlar, aragtirma dosyalar, toplanti notian ve takvimler igin ideal olan
cift halkali ebatli tel spiral sayesinde ofislerde profesyonel ve etkileyici dokiimanlar yaratmak artik gok kolay ve ekonomik!

———

Double parallel wire loops offers permanent and perfect solutions for binding. It is especially ideal for reports, research files, meeting notes and calendar. Double
parallel wire loops will enable you to create professional and attractive presentations. Simple and economic!

Beyaz
(White) (R001)

)

Mavi
(Blue) (RO0S)

Kahverengi
(Brown) (R009)

Metalik Sari ‘ ”
(Metallic Yellow) (R013) ‘ .
A

Spiral Cap1

Kutudaki A4

Adim ol D Spiral Sayisr | Ciltleme Kalinhid P
(i) [P DIamte) o | Bincing Capaciy)|  prrin Ko
ing mm |34 Loops in a Box) Max - mm
3 3/16 48 100 35 310-EBT-100-TS001
31 1/4 64 100 45 310-EBT-100-TS002
31 5/16 79 100 6,5 310-EBT-100-TS003
31 3/8 9.5 100 75 310-EBT-100-TS004
31 7116 11 100 9,0 310-EBT-100-TS005
31 % 12,7 100 9,5 310-EBT-100-TS006
31 9/16 14,3 100 10,5 310-EBT-100-TS007
3 5/8 15,9 100 125 310-EBT-100-TS008
21 1/4 64 100 45 210-EBT-100-TS002
241 5/16 79 100 6,5 210-EBT-100-TS003
21 38 95 100 75 210-EBT-100-TS004
21 7116 11 100 9,0 210-EBT-100-TS005
21 112 12,7 100 9,5 210-EBT-100-TS006
21 9/16 14,3 100 10,5 210-EBT-100-TS007
21 5/8 159 100 12,5 210-EBT-100-TS008
21 3/4 19,1 100 14,5 210-EBT-100-TS009
21 718 222 100 17,5 210-EBT-100-TS010
21 1 254 100 20,0 210-EBT-100-TS011
21 11/8 286 50 22,5 210-EBT-50-TS012
21 11/4 318 50 25,0 210-EBT-50-TS013
21 1112 | 3841 50 30,0 210-EBT-50-TS014
Siyah @ Seffaf
(Black) (R002) (Transparent) (R003)
San Yesil
(Yellow) (RO06) 'ﬁw (Green) (R0O7) @
Bakir W Metalik Mavi @
(Copper) (RO10) ! (Metallic Blue)(R011)
Metalik Yesil m Metalik Bakir
(Metallic Green) (R014) (Metallic Copper) (R015)

Kirmizi
(Red) (R004)

Gri
(Grey) (R008)

Metalik Kirmizy
(Metallic Red) (R012)

{ |

Kalaylt
(Tin-Coated) (RO16)

eSS

Standart iretimimiz A4 lgiisiindedir. Migterilerimizin istekleri dogrultusunda A5 ebatlarinda veya farkli dlciilerde ebatli gift halkall tel spiral tiretimi yapilir.
Mevcut Renkler: Beyaz, Siyah, Seffaf, Kirmizi, Mavi, San, Yesil, Gri, Kahverengi, Bakir, Metalik Mavi, Metalik Kirmizi, Metalik Sari, Metalik Yesil, Metalik

Bakirve Kalayl.

*Basili renkler gergek renkleri yansitmayabilir,

=H 3

Size: Our standard production size is A4. We are happy to produce pre-cut wire spirals in size A5 or other custom sizes on demand.
Available Colours: White, Black, Transparent, Red, Yellow, Blue, Green, Grey, Brown, Copper, Tin-coated, Metallic Green, Metallic Copper
“The printed colours on the catalogue may not reflect the real colour.

*Bu Orinlerin dzellieri ve fiyatian imalatgi tarafindan bildimeden degistirlebilir, (*These spedfications can be modified by the manufacturer without prior announcement.)



CILT MALZEMELERI / TEL SPIRAL / EKONOMIK TEL SPIRAL
BINDING PRODUCTS / WIRE BINDING / ECONOMICAL WIRE COMB BINDING

Manuel olarak ciltleme yapan miisterilerimiz icin ekonomik kalitede bobin tel spirallerimizi size tanitmaktan mutiuluk duyariz. Bu Grlinlerimizi yari otomatik
makinelerde kullanabilirsiniz. Onerimiz, fire oraninizien aza indirmek igin bu telleri manuel ciltleme islerinizde kullanmanizdir. Stoklarimizda siyah, beyaz ve
seffaf renkler standart olarak mevcuttur.

L

We are happy to present our budget quality wire spirals in spool for manual binders. Even though these products canbe used on a semi-automatic machine, we
recommend using these wire spirals formanual binding only; taking into account the *high wastage with semi-automatic machines" feedback we received from
ourcustomers. Black, white andtransparent wire spirals are standard and are available inour stocks. All the other colours are producedonorder.

Spiral Gapi Bobindeki ; <
Adm | (il Diameter)| Loop Says (i fapeivdr)| O Kodu
(Pitch) | — (Number of | (Binding Capacity)|  progict Code)
Ll | mm Loop in Spool)
31 | 14 | 64 87,000 45 310-B0B-020-TS002
31| 516 | 179 60,000 65 310-B0B-020-TS003
31 | 38 | 95 46,000 75 310-B0B-020-TS004
31| 716 | 111 31,000 9.0 310-80B-020-TS005
31 % | 127 26,000 95 310-808-020-TS006
31 | ote | 143 21,500 105 310-808-020-TS007
21 | B[ 159 | 10500 125 210-808-020-TS008
21|34 | 19, 8,000 14,5 210-808-020-TS009
21 | 8| 222 6,000 175 210-808-020-TS010
21 1] 254 4,500 20,0 210-808-020-TS011

*Bu driinlerin 6zellikleri ve fiyatlan imalatg! tarafindan bildimeden degistirilebilir. (*These spedfications can be modified by the manufacturer without prior announcement.)
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